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on 0800 243 672 or email: sales@permacrete.co.nz
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• HEAVY DUTY
MONOLITHIC DESIGN USING HIGH STRENGTH 
REINFORCED CONCRETE ENGINEERED FOR
CLASS 1 LOADING

• PERMANENT
FULLY GALVANIZED COMPONENTS AND ZERO 
WELDING MAKE THESE CATTLE STOPS RUST FREE 
AND LONG LASTING

• EASY CLEAN
FULLY BOLTABLE CLAMP SYSTEM AND INDIVIDUAL 
PIPES MAKE THEM EASY TO CLEAN 

• ONE PIECE INSTALLATION
VERY SIMPLE TO INSTALL BEING ONE PIECE AND 
FULLY ASSEMBLED, WE ALSO HAVE A HIAB TRUCK 
AVAILABLE FOR DELIVERY AND PLACEMENT

• ANIMAL FRIENDLY
IN EVENT OF AN ANIMAL BEING TRAPPED
OR WEDGED, PIPES CAN EASILY BE
INDIVIDUALLY REMOVED 

• LARGE DRAINAGE HOLES
BIG ENOUGH FOR NOVAFLO PIPE AS WELL
AS BEING HEDGEHOG FRIENDLY

• VERY SMOOTH AND QUIET
INGENIOUS PIPE CLAMP SYSTEM REDUCES
NOISE AND ELIMINATES PIPE SPIN
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PERMANENT
CATTLE-STOP
SOLUTIONS 
THE LATEST FROM THE PERMACRETE
EXTENSIVE RANGE OF
PERMANENT SOLUTIONS.

A cattle-stop unlike the rest, with it’s many features and 
attention to detail a testament to the years of research 
done to eliminate design faults and develop the ultimate 
cattle-stop. Suitable for class 1 loadings and high usage 
areas. THE PERMACRETE CATTLE-STOP IS THE PERFECT 
CHOICE FOR FORESTRY AND FARM SITUATIONS ALIKE.

STANDARD INSTALLATION GUIDLINES:
1. MARK OUT WHERE CATTLE STOP IS TO BE PLACED AND DIG TO A DEPTH OF 700MM
2. ADD 200MM OF METAL, COMPACT AND LEVEL PAD USING A LASER OR SPIRIT LEVEL
 (ALLOW CATTLE STOP TO BE 50MM HIGHER THAN ROAD)
3. PLACE CATTLE STOP AND SIDE RAIL POSTS (IF NEEDED)
4. BACKFILL AROUND CATTLE STOP WITH SUITABLE ROADING MATERIAL AND COMPACT


